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Steps to Locate Your Water Service Line & Identify Pipe Material

1. Find Your Water Meter

The first step is to locate your water meter. Your water meter may be inside: in the basement, 
crawlspace, or garage.

Or your water meter may be outside: near your home (or building) between the water main in the
street and your house, on the sidewalk, or in your yard.
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2. Find Your Service Line

If your meter is outside, then the line should enter your home or building closest to that spot.

If your meter is inside, then the line should be near it on the same wall.

If you couldn
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Steps to Identify the Material of Your Water Service Line Pipe

Examples of typical water service pipe materials:

1. Is it Plastic?

Plastic pipes can be various colors including white, blue, black, green, etc. Plastic is not a source 
of lead in drinking water.

Please be aware that there still might be lead in other parts of your interior plumbing.

2. Is it Metal?  -  Determine what kind of metal
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copper, galvanized steel, or lead. 

Observe the pipe close to where it comes in through the wall or floor. (If the pipe is painted, use 
sandpaper to gently expose the metal first.)
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2b. Galvanized Steel Pipes

Galvanized steel pipes are a dull gray color. They are hard to scratch, and underneath the color of
the pipe will remain a dull gray. A magnet will stick to galvanized steel, and tapping a steel pipe
with a coin will produce a metallic ringing noise. Steel pipes also typically have threaded fittings.
Steel pipes on their own are not a source of lead in drinking water (unless they have been lined
with lead); however, steel pipes in older homes may pose a serious risk if they have been connected
to lead plumbing at any point. Galvanized steel pipes can trap lead on their inside surface and
periodically release those bits of lead, even after lead plumbing is removed. 

2c. Lead Pipes

Lead pipes are typically a dull gray color and are very soft. Lead pipes can be easily scratched and
will turn a shiny silver color when scratched. A magnet will not stick to lead, and tapping a lead
pipe with a coin will produce a dull noise. Lead pipes typically are not threaded. Lead pipes are
more likely to be found in older cities and homes built before 1986.
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Remember to p




